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TECHNICAL MEMORANDUM

DEFLECTIONS OF A UNIFORMLY LOADED CIRCULAR PLATE
WITH MULTIPLE SUPPORT POINTS

1.  INTRODUCTION

This technical memorandum (TM) describes methods for determining the transverse deflections
of a uniformly loaded, thin circular plate of constant thickness supported by single or multiple rings of
equally spaced discreet points. The rotations are assumed free at each point. These methods could have
application in the design of telescope primary mirror supports that must minimize structural gravitational
deformations. They could also be of general use to the structural analyst.

Tables and graphs are presented in section 2 for a variable radius ring of three, four, five, or six
equally spaced support points. These contain constants for calculation of the transverse deflection at three
locations of interest. Section 3 contains results for multiple rings of various support point configurations.
These results include constants for the calculation of root mean square (RMS) and peak-to-valley deflec-
tions and the fraction of load supported by each ring. Results obtained from three different methods are
summarized and compared. Also presented are equations suitable for programming into a mathematical
solver computer program. Once programmed, results may be obtained for practically any support point
configuration.
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2.  SINGLE RING OF MULTIPLE SUPPORT POINTS

The series solution for this case is lengthy and will not be shown here, but it can be found in
reference 1. The number of support points was varied from three to six and the results presented in
tables 1–4. Each table contains the applicable constant used to determine the transverse deflection at a
specific location on the plate. The support ring radius is also varied. These data are displayed graphically
to better illustrate the results (figs. 1–4). Note that for a support ring radius equal to zero, the result is
identical to a uniformly loaded circular plate supported by one point at the center. Note also that for a
support ring radius equal to the outer edge radius (b/a = 1), the normalized deflection at a support (r = a,
θ = 0o) is zero, as it should be. As shown in reference 2, there is no significant difference in the results
when the number of support points is increased beyond six.

The variables below are defined as follows: transverse deflection w, uniform load q in force per
unit area, radius a of the plate, radius b of the support ring, Poisson’s ratio ν, and flexural rigidity D.
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Figure 1.  Three-point support.
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0.7
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0.8
0.85
0.9
0.95
1.0

  0.096875
  0.09473
  0.090002
  0.083638
  0.076131
  0.067821
  0.058976
  0.049818
  0.04055
  0.031358
  0.022429
  0.013948
  0.0061139
–0.00086453
–0.0067566
–0.011304
–0.014209
–0.015115
–0.013569
–0.0089236
  0.0

0.096875
0.094743
0.09011
0.084002
0.076988
0.069488
0.061836
0.054326
0.047218
0.040755
0.03517
0.030692
0.027552
0.025985
0.026242
0.028595
0.03335
0.040869
0.051611
0.066226
0.085882

  0
–0.00079592
–0.0023156
–0.0040632
–0.0057678
–0.0072322
–0.0082937
–0.0088073
–0.0086351
–0.0076399
–0.0056792
–0.0026016
–0.0017582
–0.0075835
–0.015081
–0.024489
–0.036089
–0.050224
–0.067343
–0.088087
–0.11362

At center
r = 0, θ = 0°

On edge
r = a, θ = 60°

On edge
r = a, θ = 0°

b /a

w/(qa4/D)

Table 1.  Normalized deflections for a
three-point support (ν=0.25).
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Figure 2.  Four-point support.

Figure 3.  Five-point support.
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At center
r = 0, θ = 0°

On edge
r = a, θ = 36°

On edge
r = a, θ = 0°

b /a

w/(qa4/D)

Table 2.  Normalized deflections for a
four-point support (ν=0.25).

Table 3.  Normalized deflections for a
five-point support (ν=0.25).
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Figure 4.  Six-point support.
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r = 0, θ = 0°
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On edge
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b /a

w/(qa4/D)

Table 4.  Normalized deflections for a six-
point support (ν=0.25).
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3.  MULTIPLE RINGS OF EQUALLY SPACED SUPPORT POINTS

The solution to the multiple ring problem is described in a paper by Nelson, Lubliner, and Mast.2

A solution for a single ring of discreet support points is derived in appendix B of reference 2. The
multiple ring solution2 is expressed as the summation of single ring solutions with each ring weighted by
its portion of the total load reacted. This summation of weighted single ring solutions is not easily
obtained for the analyst with only a basic understanding of plate theory and the method of superposition.
The solution is complicated and lengthy, but results may be obtained quickly with the aid of a computer.

In 1998, a summer faculty fellow, Dr. Toby Boulet of the University of Tennessee, attempted to
develop a true, closed-form solution. In the process, he developed a Mathcad® (a registered trademark of
MathSoft, Inc.) document using the solution in reference 2. This document can be used to determine
transverse deflections of a uniformly loaded circular plate resting on multiple rings of equally spaced
support points, multiple rings of equally spaced support points with a center support point, or a single
ring of equally spaced support points with or without a center support. The number of rings and support
points must be two or greater to obtain results. Deflections for a single ring of points may be found by
specifying different azimuthal positions of two support rings located at the same radius. To create a
center support point, the radius of one ring must be set equal to zero. Dr. Boulet programmed the
following equations in Mathcad:

ν:= 0.25 Poisson’s ratio

f2
2 2

2
21

2
1
1

3 1( , : ( ) ln( ) ( )ξ β β ξ ξ ξ
ν

ν ν β) = + ⋅ + ⋅ −
+

⋅ + − − ⋅[ ]

f if f fu ξ β ξ ν
ν

ξ ξ β ξ β ξ β, : , , , ,( ) = −





⋅ +

+
−



 − < ( ) ( )( )1

8
5
1

2
2

1 2

J:=20 (number of terms in Fourier expansion)

J:=1,2, … J

A j N
N j

N j N j N j N j
, , :β β

ν ν β ν
ν

( ) =
⋅

+ ⋅ −( ) ⋅
⋅ −

−
⋅







+

⋅( )
⋅ +

⋅ −( ) ⋅ −( )










3 1

1
1

8 1
1 1

2

2

f1
2 2

2
21

2
1
1

3 1( , : ( ) ln( ) ( )ξ β β ξ β β
ν

ν ν ξ) = + ⋅ + ⋅ −
+

⋅ + − − ⋅[ ]
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B j N
N j N j

N j, , :β β ν
ν

β( ) = − ⋅ −
+

⋅
⋅

−
⋅ +







⋅ 1

3
1

1

2

C j N
N j N j

N j
, , :β β( ) = − ⋅

⋅ ⋅ ⋅ +( )
⋅ +1

1

2

D j N
N j N j

N j
, , :β β( ) =

⋅ ⋅ ⋅ −( )
⋅

1

E j N A j N
N j N j

N j
, , : , ,β β β( ) = ( ) +

⋅ ⋅ ⋅ −( )
− ⋅( )+2

1

F j N B j N
N j N j

N j
, , : , ,β β β( ) = ( ) −

⋅ ⋅ ⋅ +( )
− ⋅( )

1

η ξ β β ξ β ξ β ξ β ξj N A j N B j N C j N D j NN j N j N j N j, , , : , , , , , , , ,( ) = ( ) ⋅ + ( ) ⋅ + ( ) ⋅ + ( ) ⋅⋅ ⋅ + − ⋅( ) − ⋅( )+2 2

λ ξ β β ξ β ξj N E j N F j NN j N j, , , : , , , ,( ) = ( ) ⋅ + ( ) ⋅⋅ ⋅ +2

w j N if j N j Nj , , , : , , , , , , , ,ξ β ξ β λ ξ β η ξ β( ) = < ( ) ( )( )

F N f w j N N ju j
j

ξ β θ ξ β ξ β θ, , , : , , , , cos( ) = ( ) − ( ) ⋅ ⋅ ⋅( )








∑

NR : ?=    (integer number of rings)

N

N

N

NNR

: :

:
=























1

2

  Ni  is the number of supports in each ring (>1).
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β

β
β

β

: :

:
=























1

2

NR

  βi  is the ring radius divided by the outer radius of the plate.

φ

φ
φ

φ

: :

:
=























1

2

NR

  φi  is the azimuthal (clocking angle) location (radians) of supports in each ring.

Note that the supports within each ring are equally spaced; that is, if N1=3, the support points in ring 1
are 120° apart or, if N1=4, they are 90° apart and so on.

s:=1,2, … NR k:=1,2, … NR

b F Nk s k s s k s, : , , ,= −( )β β φ φ

t N

K

K b b

R

k

t k t k k

: ,

:

:

,

, , ,

= …

=

= −

2 3

11

1

h XX XX

p YY YY h

: .

: .

= ⋅

= ⋅ ⋅

in.

lbf

in.3
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c p

c

q K c

t

1

1

0

:

:

:

=

= ⋅

= ⋅−

psi

E ZZ ZZ

E h

a RR RR

modulus

modulus

psi

in.

: .

:

: .

= ⋅

= ⋅
⋅ −( )

= ⋅

∆
3

212 1 ν
q

p
=























w
a

q F N F Nk k k k k k k
k

ξ θ ξ β θ φ β β φ, : , , , , , ,( ) =
⋅

⋅ ⋅ −( ) − −( )( )











∑
4

18 ∆

N nnn

N kkk
n:

:

=
=κ

where Nn is the number of circumferential points at which the deflection is calculated and Nκ is the
number of radial points.

n N

k N

r
a

N

n: , ,

: , ,

:

= …

= …

= ⋅

1 2

1 2 κ

κ
κ

κ

θ π π
n

n
n

N
:= − + −( ) ⋅ ⋅

1
2
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d w
r

an nκ
κ θ, : ,= 



 transverse displacement at r, θ

PV:=max(d) – min(d)

PV= max(d)=

min(d)=

The following equations calculate the Zernike coefficients for bias, x tilt, and y tilt:

C w d d0 0

11
: ,= ⋅ ( ) ⋅∫∫−π

ξ θ ξ ξ θ
π

π

C0=

C
a

w d d1
2

0

14
: , cos=

⋅
⋅ ( ) ⋅ ⋅ ( )∫∫−π

ξ θ ξ ξ θ θ
π

π

C1=

C
a

w d d2
2

0

14
: , sin=

⋅
⋅ ( ) ⋅ ⋅ ( )∫∫−π

ξ θ ξ ξ θ θ
π

π

C2=

The following equations remove the bias from the transverse deflections and calculate the residual RMS
deflection:

δ ξ θ ξ θ, : ,( ) = ( ) −w C0

δ
π

δ ξ θ ξ ξ θ
π

π
RMS: ,= ⋅ ( ) ⋅∫∫−

1 2
0

1
d d

δRMS=

Calculate γ for comparison with reference 2.

SA a:= ⋅π 2 N NS:= ∑     (sum of the support points)

γ δ

γ

N
S

N

p

N

SA
:= ⋅ ⋅ 





=

RMS
∆ 2

reference 2, equation 4 solved for γN.
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This concludes the Mathcad input. The cases in table 1 of reference 2 were solved with this
input and the results converted to a form for comparison. The same cases were solved via the finite
element method (FEM) with NASTRAN for further validation, and these results are also shown in
table 5. No attempt was made to explain the discrepancies between the results from reference 2 and
those from NASTRAN or the equations above. To determine the RMS deflection (with bias removed;
that is, the first Zernike coefficient), use equation (4) from reference 2 shown below.

δ γRMS = ⋅ ⋅




N

S

q

D

SA

N

2

 .

Mathcad or NASTRAN deflections may be illustrated graphically with various software packages.
Once the results are generated, they can be plotted internally or exported to a spreadsheet and plotted
externally. Results for the 4-ring, 12-point support in table 5 are shown in figures 5–9. Note that deflec-
tion downward is positive with the exception of the PATRAN fringe plot of NASTRAN results where
the downward direction is negative.

The Mathcad-generated deadweight deflections shown in figure 5 are for a 0.1-in. thick, 20-in.
diameter aluminum plate. Note the zero deflection at the inner and intermediate ring support points.
Figures 6–9 illustrate different ways of displaying the deadweight deflections of the aluminum plate.
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Figure 5.  Deflection versus r at three azimuthal locations.
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Table 5.  Deflection constants and reactions for various multipoint support
configurations (ν=0.25).
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Figure 6.  Mathcad surface plot of Mathcad results.

Figure 7.  PATRAN surface plot of NASTRAN results.

Figures 6 and 7 are three-dimensional surface plots of the transverse deflections and display
the deformed shape. Figures 8 and 9 show the fringe plots of the NASTRAN and Mathcad results.
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Figure 8.  PATRAN fringe plot of NASTRAN results.

Figure 9.  Fringe plot of Mathcad results.
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4.  CONCLUSIONS

This TM describes three methods for defining the deflected shape of a uniformly loaded, thin
circular flat plate supported with multiple discreet points. A comparison of these methods for specific
examples is shown. These methods can provide a preliminary support system design for thin telescope
mirrors. The equations programmed into Mathcad can solve virtually any system of support points but
are limited to thin, circular flat plates (although contribution to the deflection due to shear could be
added). The finite element method (NASTRAN) can solve any support system and mirror geometry but
requires much more computer time and memory and more of the analyst’s time and effort. The tables
and graphs contained in section 2 are subsets of the results of section 3 and are generated with different
equations. The graphs may be used to determine the optimum support ring radius.
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